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Pipe 
Size 

Specification Data Rec. Max. 
Load 
(lbs.) 

Approx. 
Wt. Per 

100 (lbs.) A B C D E F Upper Lower 

3 1/2 3 3/4 5 5/16 7 5/16 1/2 1 15/16 8Ga x 1 1/4 11Ga x 1 1/4 1130 156 

4 5/8 4 3/16 5 13/16 8 1/4 1/2 1 11/16 1/4 x 1 1/4 8Ga x 1 1/4 1430 203 

6 3/4 5 3/8 7 1/4 10 5/8 1/2 1 3/4 5/16 x 1 1/2 7Ga x 1 1/2 1940 375 

8 3/4 6 15/16 9 1/2 14 5/8 2 13/16 3/8 x 1 1/2 1/4 x 1 1/2 2000 571 

10 7/8 8 1/2 10 3/4 16 1/2 3/4 2 5/8 3/8 x 2 1/4 x 2 3600 963 

12 7/8 9 12 1/8 19 3/4 2 7/8 3/8 x 2  1/4 x 2 3800 1152 

14 1 11 3/4 13 1/2 21 1/2 1 2 1/2 1/2 x 2 1/4 x 2 4200 1757 

16 1 13 1/2 15 1/4 24 1/4 1 3 3/8 1/2 x 2 1/2 1/4 x 2 1/2 4600 2538 

18 1 14 7/8 16 3/4 26 3/4 1 1/4 3 3/8 1/2 x 2 1/2 1/4 x 2 1/2 4800 4700 

20 1 1/4 16 3/8 18 1/2 29 3/4 1 1/4 3 3/4 5/8 x 3 3/8 x 3 4800 5050 

24 1 1/4 18 5/8 20 3/4 34 1 1/4 4 5/8 x 3 3/8 x 3 4800 5800 

Nominal Pipe Size 
Pipe O.D. 

AWWA Ductile Pipe AC/Transite Pipe 
3 3.96 4.02 

4 4.80 4.96 

6 6.90 7.17 

8 9.05 9.61 

10 11.10 11.18 

12 13.20 13.15 

FUNCTION: Designed for the suspension of 

stationary (A.W.W.A) ductile iron and 

AC/Transite pipes. 

APPROVALS: Complies with Manufactures’ 

Standardization Society (MSS) SP-58 & SP-69 

(Type 1). Complies with Federal Specifications 

A-A-1192A (Type 1). 

MATERIAL: Carbon Steel 

FINISH: Available in Plain and Zinc Electro-

Galvanized 

A-FIG 27AC Plain 

A-FIG 27ACZ Zinc 
. 


