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CLEVIS HANGERS 

CLEVIS HANGER 

WITH INSULATION SHIELD 
        

  

 

 

 

 

 

 

 

 

 

 

 

Shield Size 
Specification Data Rec. Max. 

Load (lbs.) 

Approx. 
Wt. Per 

100 (lbs.) OD RS L A B C 

1 1/2 1.900 3/8 3 5 3 1/8 1 7/16 610 34 

2 2.375 3/8 3 5 5/16 3 5/16 1 7/16 610 38 

2 1/2 2.875 3/8 4 6 3/16 3 1 1130 86 

3 3.500 1/2 4 6 3/4 3 11/16 1 1130 96 

3 1/2 4.000 1/2 4 7 1/4 3 15/16 1 7/16 1130 114 

4 4.500 5/8 4 7 1/4 3 1/2 1 7/16 1130 126 

5 5.563 5/8 6 10 5 11/16 1 13/16 1430 204 

6 6.625 3/4 6 11 1/16 6 1 3/4 1940 280 

8 8.625 3/4 6 13 13/16 7 7/8 2 2000 446 

10 10.750 7/8 6 16 5/16 8 9/16 2 1/8 3600 806 

12 12.750 7/8 8 19 5/8 10 7/8 2 13/16 3800 1034 

FUNCTION: Designed for the suspension of 

stationary insulated pipe lines. 

APPROVALS: Complies with Manufactures’ 

Standardization Society (MSS) SP-58 & SP-69 

(Type 1). Complies with Federal Specifications 

A-A-1192A (Type 1). 

MATERIAL: Carbon Steel 

FINISH: Zinc Electro-Galvanized 

A-403 Zinc 
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Insulation Shield Size Chart for Iron Pipe 

Nominal 
Iron Pipe 

Size 

Insulation Thickness 

1/2 3/4 1 1 1/2 2 2 1/2 3 3 1/2 4 

4 5 6 6 8 8 10 10 12 12 

5 6 8 8 8 10 10 12 12 - 

6 8 8 8 10 10 12 12 - - 

8 10 10 10 12 12 - - - - 

10 12 12 12 - - - - - - 

Insulation Shield Size Chart for Copper Tubing 

Nominal Copper Tube 
Size 

Insulation Thickness 

1/2 3/4 1 1 1/2 

1/2 1 1/2 1 1/2 2 1/2 3 1/2 

3/4 2 2 2 1/2 3 1/2 

7/8 2 2 1/2 3 3 1/2 

1 2 2 1/2 3 3 1/2 

1 1/4 2 2 1/2 3 4 

1 1/2 2 1/2 3 3 1/2 5 

2 3 3 1/2 4 5 

2 1/2 3 1/2 4 4 5 

3 4 5 5 6 

3 1/2 5 5 6 6 

4 5 5 8 8 

5 6 6 8 8 

6 8 8 10 10 


